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the Interstate Commerce Act [49 U.S.C.
303(a)].

(m) Motor vehicle means any vehicle,
machine, tractor, trailer, or
semitrailer propelled or drawn by me-
chanical power and used upon the high-
ways in the transportation of pas-
sengers or property, or any combina-
tion thereof, but does not include any
vehicle, locomotive, or car operated ex-
clusively on a rail or rails.

(n) Muffler means a device for abat-
ing the sound of escaping gases of an
internal combustion engine.

(0) Open site means an area that is es-
sentially free of large sound-reflecting
objects, such as barriers, walls, board
fences, signboards, parked vehicles,
bridges, or buildings.

(p) Private carrier of property by motor
vehicle means any person not included
in terms ‘‘common carrier by motor ve-
hicle’” or ‘‘contract carrier by motor
vehicle’’, who or which transports in
interstate or foreign commerce by
motor vehicle property of which such
person is the owner, lessee, or bailee,
when such transportation is for sale,
lease, rent or bailment, or in further-
ance of any commercial enterprise.

(q) Sound level means the quantity in
decibles measured by a sound level
meter satisfying the requirements of
American National Standards Speci-
fication for Sound Level Meters S1.4-
1971. This publication is available from
the American National Standards In-
stitute, Inc., 1430 Broadway, New York,
New York 10018. Sound level is the fre-
quency-weighted sound pressure level
obtained with the standardized dy-
namic characteristic ‘‘fast’” or ‘‘slow”
and weighting A, B, or C; unless indi-
cated otherwise, the A-weighting is un-
derstood.

[39 FR 38215, Oct. 29, 1974]

§202.11 Effective date.

The provisions of Subpart B shall be-
come effective October 15, 1975, except
that the provisions of §202.20(b) and
§202.21(b) of Subpart B shall apply to
motor vehicles manufactured during or
after the 1986 model year.

[61 FR 852, Jan. 8, 1986]
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§202.20

§202.12 Applicability.

(a) The provisions of Subpart B apply
to all motor carriers engaged in inter-
state commerce.

(b) The provisions of Subpart B apply
only to those motor vehicles of such
motor carriers which have a gross vehi-
cle weight rating or gross combination
weight rating in excess of 10,000
pounds, and only when such motor ve-
hicles are operating under the condi-
tions specified in Subpart B.

(c) Except as provided in paragraphs
(d) and (e) of this section, the provi-
sions of Subpart B apply to the total
sound produced by such motor vehicles
when operating under such conditions,
including the sound produced by auxil-
iary equipment mounted on such motor
vehicles.

(d) The provisions of Subpart B do
not apply to auxiliary equipment
which is normally operated only when
the transporting vehicle is stationary
or is moving at a speed of 5 miles per
hour or less. Examples of such equip-
ment include, but are not limited to,
cranes, asphalt spreaders, ditch dig-
gers, liquid or slurry pumps, air com-
pressors, welders, and trash compac-
tors.

(e) The provisions of Subpart B do
not apply to warning devices, such as
horns and sirens; or to emergency
equipment and vehicles such as fire en-
gines, ambulances, police vans, and res-
cue vans, when responding to emer-
gency calls; or to snow plows when in
operation.

(f) The provisions of §202.20(a) and
§202.21(a) of Subpart B apply only to
applicable motor vehicles manufac-
tured prior to the 1986 model year.

(g) The provisions of §202.20(b) and
§202.21(b) apply to all applicable motor
vehicles manufactured during or after
the 1986 model year.

[39 FR 38215, Oct. 29, 1974, as amended at 51
FR 852, Jan. 8, 1986]

Subpart B—Interstate Motor
Carrier Operations Standards

§202.20 Standards for highway oper-
ations.

(a) No motor carrier subject to these

regulations shall operate any motor ve-

hicle of a type to which this regulation



§202.21

is applicable which at any time or
under any condition of highway grade,
load, acceleration or deceleration gen-
erates a sound level in excess of
86dB(A) measured on an open site with
fast meter response at 50 feet from the
centerline of lane of travel on high-
ways with speed limits of 36 MPH or
less; or 90 dB(A) measured on an open
site with fast meter response at 50 feet
from the centerline of lane of travel on
highways with speed limits of more
than 35 MPH.

(b) No motor carrier subject to these
regulations shall operate any motor ve-
hicle of a type to which this regulation
is applicable which at any time or
under any condition of highway grade,
load, acceleration or deceleration gen-
erates a sound level in excess of 83
dB(A) measured on an open site with
fast meter response at 50 feet from the
centerline of lane of travel on high-
ways with speed limits of 35 MPH or
less; or 87 dB(A) measured on an open
site with fast meter response at 50 feet
from the centerline of lane of travel on
highways with speed limits of more
than 35 MPH.

[39 FR 38215, Oct. 29, 1974, as amended at 51
FR 852, Jan. 8, 1986]

§202.21 Standard for operation under
stationary test.

(a) No motor carrier subject to these
regulations shall operate any motor ve-
hicle of a type to which this regulation
is applicable which generates a sound
level in excess of 88 dB(A) measured on
an open site with fast meter response
at 50 feet from the longitudinal center-
line of the vehicle, when its engine is
accelerated from idle with wide open
throttle to governed speed with the ve-
hicle stationary, transmission in neu-
tral, and clutch engaged. This section
shall not apply to any vehicle which is
not equipped with an engine speed gov-
ernor.

(b) No motor carrier subject to these
regulations shall operate any motor ve-
hicle of a type to which this regulation
is applicable which generates a sound
level in excess of 85 dB(A) measured on
an open site with fast meter response
at 50 feet from the longitudinal center-
line of the vehicle when its engine is
accelerated from idle with wide open
throttle to governed speed with the ve-
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hicle stationary, transmission in neu-
tral, and clutch engaged. This para-
graph shall not apply to any vehicle
which is not equipped with an engine
speed governor.

[39 FR 38215, Oct. 29, 1974, as amended at 51
FR 852, Jan. 8, 1986]

§202.22 Visual exhaust system inspec-
tion.

No motor carrier subject to these
regulations shall operate any motor ve-
hicle of a type to which this regulation
is applicable unless the exhaust system
of such vehicle is (a) free from defects
which affect sound reduction; (b)
equipped with a muffler or other noise
dissipative device; and (c¢) not equipped
with any cut-out, bypass, or similar de-
vice.

§202.23 Visual tire inspection.

No motor carrier subject to these
regulations shall at any time operate
any motor vehicle of a type to which
this regulation is applicable on a tire
or tires having a tread pattern which
as originally manufactured, or as
newly retreaded, is composed primarily
or cavities in the tread (excluding sipes
and local chunking) which are not
vented by grooves to the tire shoulder
or circumferentially to each other
around the tire. This §202.23 shall not
apply to any motor vehicle which is
demonstrated by the motor carrier
which operates it to be in compliance
with the noise emission standard speci-
fied for operations on highways with
speed limits of more than 35 MPH in
§202.20 of this Subpart B, if the dem-
onstration is conducted at the highway
speed limit in effect at the inspection
location, or, if speed is unlimited, the
demonstration is conducted at a speed
of 66 MPH.

[39 FR 38215, Oct. 29, 1974]
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